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D6 Tractors
Pipe D. N.	 No. Pipes	 Total Pipes	 Max. Wall	
		  Per Side	 Per Tractor	 Thickness	
24 in		  2	 4	 7/8 in (22 mm)	
22 in		  2	 4	 7/8 in (22 mm)	
20 in		  2	 4	 7/8 in (22 mm)	
18 in		  2	 4	 7/8 in (22 mm)	
16 in		  4	 8	 5/8 in (16 mm)	
14 in		  4	 8	 5/8 in (16 mm)	
12 in		  4	 8	 5/8 in (16 mm)	
10 in		  6	 12	 1/2 in (12.7 mm)	
8 in		  6	 12	 1/2 in (12.7 mm)	
6 in		  6	 12	 1/2 in (12.7 mm)	

D7 Tractors
Pipe D. N.	 No. Pipes	 Total Pipes	 Max. Wall	
		  Per Side	 Per Tractor	 Thickness	
48 in		  1	 2	 1 in (25.4 mm)	
46 in		  1	 2	 1 in (25.4 mm)	
44 in		  1	 2	 1 in (25.4 mm)	
42 in		  1	 2	 1 in (25.4 mm)	
40 in		  1	 2	 1 in (25.4 mm)	
38 in		  1	 2	 1 in (25.4 mm)	
36 in		  1	 2	 1 in (25.4 mm)	
34 in		  1	 2	 1 in (25.4 mm)	
32 in		  2	 4	 7/8 in (22 mm)	
30 in		  2	 4	 7/8 in (22 mm)	
28 in		  2	 4	 7/8 in (22 mm)	
26 in		  3	 6	 5/8 in (16 mm)	
24 in		  3	 6	 5/8 in (16 mm)	

D8 / D9 Tractors
Pipe D. N.	 No. Pipes	 Total Pipes	 Max. Wall	
		  Per Side	 Per Tractor	 Thickness	
60 in		  1	 2	 1-1/4 in (31.6 mm)	
58 in		  1	 2	 1-1/4 in (31.6 mm)	
56 in		  1	 2	 1-1/4 in (31.6 mm)	
54 in		  1	 2	 1-1/4 in (31.6 mm)	
52 in		  1	 2	 1-1/4 in (31.6 mm)	
50 in		  1	 2	 1-1/4 in(31.6 mm)	
48 in		  1	 2	 1-1/4 in (31.6 mm)	
46 in		  1	 2	 1-1/4 in (31.6 mm)	
44 in		  1	 2	 1 in (25 mm)	
42 in		  2	 4	 1 in (25 mm)	
40 in		  2	 4	 1 in (25 mm)	

The Pipe Carrier Kits can be installed on a wide 
range of tractors such as Cat D6/D7/D8/D9 and 
others and can transport multiple tiers of pipe.

The top cradle tilts up hydraulically for loading 
and unloading, creating a safer work environ-
ment. The hydraulic cylinders are controlled 
from the cabin.

Call 888.997.3687 now to get yours!

Customized Fitting
The cradles are custom-made to fit any pipe 
size combination the customer requires 
within the machine’s pipe range.

Easy Installation
The pipe carrying kit can be partially disas-
sembled for transport, then easily assem-
bled back again.

About the kit
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